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or any combination of HAP at a rate of 
22.68 megagrams (25 tons) or more per 
year. 

(b) [Reserved] 

§ 63.1562 What parts of my plant are 
covered by this subpart? 

(a) This subpart applies to each new, 
reconstructed, or existing affected 
source at a petroleum refinery. 

(b) The affected sources are: 
(1) Each catalytic cracking unit that 

regenerates catalyst. 
(2) Each catalytic reforming unit 

that regenerates catalyst. 
(3) Each sulfur recovery unit and the 

tail gas treatment unit serving it. 
(4) Each bypass line serving a new, 

existing, or reconstructed catalytic 
cracking unit, catalytic reforming 
unit, or sulfur recovery unit. This 
means each vent system that contains 
a bypass line (e.g., ductwork) that 
could divert an affected vent stream 
away from a control device used to 
comply with the requirements of this 
subpart. 

(c) An affected source is a new af-
fected source if you commence con-
struction of the affected source after 
September 11, 1998, and you meet the 
applicability criteria in § 63.1561 at the 
time you commenced construction. 

(d) Any affected source is recon-
structed if you meet the criteria in 
§ 63.2. 

(e) An affected source is existing if it 
is not new or reconstructed. 

(f) This subpart does not apply to: 
(1) A thermal catalytic cracking 

unit. 
(2) A sulfur recovery unit that does 

not recover elemental sulfur or where 
the modified reaction is carried out in 
a water solution which contains a 
metal ion capable of oxidizing the sul-
fide ion to sulfur (e.g., the LO–CAT II 
process). 

(3) A redundant sulfur recovery unit 
not located at a petroleum refinery and 
used by the refinery only for emer-
gency or maintenance backup. 

(4) Equipment associated with bypass 
lines such as low leg drains, high point 
bleed, analyzer vents, open-ended 
valves or lines, or pressure relief valves 
needed for safety reasons. 

(5) Gaseous streams routed to a fuel 
gas system. 

§ 63.1563 When do I have to comply 
with this subpart? 

(a) If you have a new or recon-
structed affected source, you must 
comply with this subpart according to 
the requirements in paragraphs (a)(1) 
and (2) of this section. 

(1) If you startup your affected 
source before April 11, 2002, then you 
must comply with the emission limita-
tions and work practice standards for 
new and reconstructed sources in this 
subpart no later than April 11, 2002. 

(2) If you startup your affected 
source after April 11, 2002, you must 
comply with the emission limitations 
and work practice standards for new 
and reconstructed sources in this sub-
part upon startup of your affected 
source. 

(b) If you have an existing affected 
source, you must comply with the 
emission limitations and work practice 
standards for existing affected sources 
in this subpart by no later than April 
11, 2005 except as specified in paragraph 
(c) of this section. 

(c) We will grant an extension of 
compliance for an existing catalytic 
cracking unit allowing additional time 
to meet the emission limitations and 
work practice standards for catalytic 
cracking units in §§ 63.1564 and 63.1565 if 
you commit to hydrotreating the cata-
lytic cracking unit feedstock and to 
meeting the emission limitations of 
this subpart on the same date that 
your facility meets the final Tier 2 gas-
oline sulfur control standard (40 CFR 
part 80, subpart J). To obtain an exten-
sion, you must submit a written notifi-
cation to your permitting authority 
according to the requirements in 
§ 63.1574(e). Your notification must in-
clude the information in paragraphs 
(c)(1) and (2) of this section. 

(1) Identification of the affected 
source with a brief description of the 
controls to be installed (if needed) to 
comply with the emission limitations 
for catalytic cracking units in this sub-
part. 

(2) A compliance schedule, including 
the information in paragraphs (c)(2)(i) 
through (iv) of this section. 

(i) The date by which onsite con-
struction or the process change is to be 
initiated. 
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(ii) The date by which onsite con-
struction or the process change is to be 
completed. 

(iii) The date by which your facility 
will achieve final compliance with both 
the final Tier 2 gasoline sulfur control 
standard as specified in § 80.195, and the 
emission limitations and work practice 
standards for catalytic cracking units 
in this subpart. In no case will your 
permitting authority grant an exten-
sion beyond the date you are required 
to meet the Tier 2 gasoline sulfur con-
trol standard or December 31, 2009, 
whichever comes first. If you don’t 
comply with the emission limitations 
and work practice standards for exist-
ing catalytic cracking units by the 
specified date, you will be out-of-com-
pliance with the requirements for cata-
lytic cracking units beginning April 11, 
2005. 

(iv) A brief description of interim 
emission control measures that will be 
taken to ensure proper operation and 
maintenance of the process equipment 
during the period of the compliance ex-
tension. 

(d) If you have an area source that 
increases its emissions or its potential 
to emit such that it becomes a major 
source of HAP, the requirements in 
paragraphs (d)(1) and (2) of this section 
apply. 

(1) Any portion of the existing facil-
ity that is a new affected source or a 
new reconstructed source must be in 
compliance with the requirements of 
this subpart upon startup. 

(2) All other parts of the source must 
be in compliance with the require-
ments of this subpart by no later than 
3 years after it becomes a major source 
or, if applicable, the extended compli-
ance date granted according to the re-
quirements in paragraph (c) of this sec-
tion. 

(e) You must meet the notification 
requirements in § 63.1574 according to 
the schedule in § 63.1574 and in 40 CFR 
part 63, subpart A. Some of the notifi-
cations must be submitted before the 
date you are required to comply with 
the emission limitations and work 
practice standards in this subpart. 

CATALYTIC CRACKING UNITS, CATALYTIC 
REFORMING UNITS, SULFUR RECOVERY 
UNITS, AND BYPASS LINES 

§ 63.1564 What are my requirements 
for metal HAP emissions from cata-
lytic cracking units? 

(a) What emission limitations and work 
practice standards must I meet? You 
must: 

(1) Meet each emission limitation in 
Table 1 of this subpart that applies to 
you. If your catalytic cracking unit is 
subject to the NSPS for PM in § 60.102 
of this chapter, you must meet the 
emission limitations for NSPS units. If 
your catalytic cracking unit isn’t sub-
ject to the NSPS for PM, you can 
choose from the four options in para-
graphs (a)(1)(i) through (iv) of this sec-
tion: 

(i) You can elect to comply with the 
NSPS requirements (Option 1); 

(ii) You can elect to comply with the 
PM emission limit (Option 2); 

(iii) You can elect to comply with the 
Nickel (Ni) lb/hr emission limit (Option 
3); or 

(iv) You can elect to comply with the 
Ni lb/1,000 lbs of coke burn-off emission 
limit (Option 4). 

(2) Comply with each operating limit 
in Table 2 of this subpart that applies 
to you. 

(3) Prepare an operation, mainte-
nance, and monitoring plan according 
to the requirements in § 63.1574(f) and 
operate at all times according to the 
procedures in the plan. 

(4) The emission limitations and op-
erating limits for metal HAP emissions 
from catalytic cracking units required 
in paragraphs (a)(1) and (2) of this sec-
tion do not apply during periods of 
planned maintenance preapproved by 
the applicable permitting authority ac-
cording to the requirements in 
§ 63.1575(j). 

(b) How do I demonstrate initial compli-
ance with the emission limitations and 
work practice standard? You must: 

(1) Install, operate, and maintain a 
continuous monitoring system(s) ac-
cording to the requirements in § 63.1572 
and Table 3 of this subpart. 

(2) Conduct a performance test for 
each catalytic cracking unit not sub-
ject to the NSPS for PM according to 
the requirements in § 63.1571 and under 
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